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BREEZELESS
WARMER seris

YEAR-ROUND OPERATION
INNOVATIVE TECHNOLOGY

Breezeless Warmer is a guarantee of year-round thermal comfort in combination with
innovative technology from Midea.

UNIQUE FEATURES:

@-SW

HEATING UP TO -30°C

The outdoor units are equipped with a drain pan heater, compressor crank-case heater and
smart defrost function, which increase the operation efficiency in extremely low ambient air
temperatures. It is an ideal solution for the year-round operation, as the only source of space
heating that reaches the highest seasonal energy efficiency coefficients on the market.

TWIN FLAP LOUVER

The innovative louver covered with 7928 holes of different diameters provides wide,
uniform but most of all, gentle distribution of air across the whole room.

360° AIRFLOW

Thanks to the S-Wing casing, air coming out from the unit is discharged from the front and
also side of the unit, giving the feeling of comfortable airflow within a range of 360°.
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TECHNICAL DATA

BREEZELESS
WARMER

SERIES
Set KFA-WO9N8-B1 KFA-W12N8-B1
Indoor unit MSFAAU-09HRFNS-I MSFAAU-12HRFN8-
Outdoor unit X2-09N8D6-OH X2-12N8D6-OH
Power supply (V/phase/Hz) 220-2401/50 220-2401/50
Rated kw 26 35
Capacity
Min-Max Kw 102~322 138~431
Rated input power kw 063 101
Cooling
EER KWKW 414 348
SEER 88 85
Energy efficiency class At Attt
Rated kw 32 38
Capacity
Min-Max kw 0.82~337 107~438
Rated input power kw 065 098
Heating
COP kWKW 492 388
SCOP 46 46
Energy efficiency class Art AH
Maximum input current A 1 1
Dimensions (width x depth x height) mm 940x193x325 940x193x325
Weight kg 106 106
Indoor unit input power W 50 50
Indoor unit
Airflow (low/medium/high) mh 400/520/620 400/520/620
Sound pressure level
(quiet/low/medium/high mode) B 19120/33/38 19/20/33/38
Sound power level dB(A) 56 56
Dimensions (width x depth x height) mm 765x303x555 765x303x555
Weight kg 267 267
Outdoor pifiow wh 2150 2200
Sound pressure level dB(A) 54 55
Sound power level dB(A) 58 61
Refrigerant Type/charge | -/kg R32/062 R32/062
Refrigerant Liquid/gas mm 06.35/0952 06.35/0952
piping Max. length / Max. height difference m 25/10 25/10
Drain outlet diameter mm @25 025
Recommended operating temperature Cooling c -25~50
ranges (outdoor) Heating oc 30~30
Notes:

Unit capacity is based on the following conditions: Cooling: indoor temperature 27 °C DB/19 °C WB; outdoor temperature 35 °C DB/24 °C WB. Heating: indoor temperature 20 °C DB/15 °C WB;
outdoor temperature 7 °C DB/6 °C WB. Piping length: length of connected pipes is 7.5 m, the height difference is 0. The unit contains fluorinated greenhouse gases (R32 GWP=675).

CONTROL AND ACCESSORIES

MODEL STANDARD

RG10N(2HS)/BGEF Wireless remote controller

SK-105 Wi-Fi control from Midea Air application, voice control
MODEL OPTION

KJR-29B Individual basic wired remote controller
M/17222000A55250 Dr. Smart diagnostics interface
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INDOOR UNIT DIMENSIONS

MODEL / DIMENSIONS [mm)] A B Cc
2.6/3.5kw 940 193 325

X2-09N8D6-OH, X2-12N8D6-OH
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COMPARISON TABLE

COMPARISON OF FUNCTIONS OF THE WALL-MOUNTED UNITS

BREEZELESS+ BREEZELESS WARMER | XTREME SAVE WARMER = XTREME SAVE UV XTREME SAVE BLANC PRO
Wired remote controller as standard RG58N2(B2H)BGEF RG1ON(2HS)/BGEF RGI10A(B2S)/BGEF RGI10A1(B2S)/BGEF RG10A1(B2S)/BGEF RG10A1(B2S)/BGEF
Temperature range can be set on the controller 16°C~30°C 16°C~30°C 16°C~30°C 16°C ~30°C 16°C~30°C 16°C~30°C
Cooling/heating mode temperature range -25°C~50°C/-25°C~30°C | -25°C~50°C/-30°C~30°C -25°C~50°C/-30°C~30°C -20°C~50°C/-20°C~30°C | -20°C~50°C/-20°C~30°C | -20°C~50°C/-15°C~24°C
Drain pan heater - ° ° - - -
Compressor crankcase heater - [ ° - - -
Operation in low ambient temperatures ° ° ° ° ° °
E 5 outdoor fan speeds ° ° ° ° ° °
EI ?ouattdir?gr heat exchanger fin anticorrosion . . . . . .
E Refrigerant leakage detection* ° ° ° ° ° °
Cooling in low ambient temperatures ° ° ° - - -
2-way condensate drainage connection ° o ° ° ° °
Emergency mode* ° ° ° ° ° °
(?r;;%;a;ion mode: auto/cooling/heating/ . . . . . .
Temperature rise by 0.5°C ° ° - - - -
Temperature rise by 1°C ° ° ° ° ° °
Hot start ° ° ° ° ° °
3D airflow - - ° ° ° °
360" airflow . . - - - -
8°C heating ° ° ° ° ° °
'g Turning on and off the LED display - - ° ° ° -
% Quiet operation* . . . ° . °
8 Turbo . ° ° ° . °
Bregze mode -'gentle' cooling* . . . . . .
(available only in cooling mode)
Vertical and horizontal louver swing . ° . ° ° .
Restoring the louver settings ° ° ° ° ° °
Follow Me ° e ° ° ° °
Auto restart ° ° ° ° . °
Timer (daily schedule) ° ° ° ° ° .
Compatible with Multi system ° ° - - ° °
g ECO function® ° ° ° ° ° °
Z  |Gearmode’ . . . . . .
g 7 indoor fan speeds ° ° ° ° ° °
% Sleep mode ° ° ° ° ° °
E Standby 1W* ° ° ° ° . °
High density filter ° ° ° ° ° °
bioHEPA filter option option option option option °
Compound filter: . . . . .
catalytic, carbon, with silver ions option option option option option °
|:E Silver ion filter
E‘ (aluminium honeycomb) ° © - - - -
I Exchanger sterilisation - Active Clean 56°C - - ° ° ° °
UV lamp - - - ° - -
Air ioniser - - - - ° .
Self-cleaning* ° ° - - - -
Maintenance mode in the wireless controller ° o ° ° . °
WiFi module option o option option option °
?opr:itml(e): connecting the wired remote option option option option option option
6' Expansion module - Multi Function Board - - option option option option
E On/OFF port (with MFB) - - option option option option
8 Alarm port (with MFB) - - option option option option
Option of connecting
the wired remote controller - - option option option option
with weekly timer (with MFB)
?oFﬁit?:Mgﬁ (cx:-t'ﬂ e,\;gg? the central - - option option option option

*Function unavailable when connecting the indoor unit in Multi systems.

o - Standard function
- -Unavailable function
option - Optionally available function
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